
Lieferprogramm

Schleifscheiben in Form A
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Durchmesser Breite Bohrung

125 x 15 x 20-32 mm S5A24Q-G1 S5A36P-G1 S5A46O-G1 S5A60N-G1 S5A80M-G1 S4A46N-G1 S4A60J-G1 S4A60M-G1 S4A80J-G1 S4A80L-G1 S1A46J-G1 S1A46L-G1 S1A60J-G1 S1A80J-G1

125 x 20 x 20-32 mm S5A24Q-G2 S5A36P-G2 S5A46O-G2 S5A60N-G2 S5A80M-G2 S4A46N-G2 S4A60J-G2 S4A60M-G2 S4A80J-G2 S4A80L-G2 S1A46J-G2 S1A46L-G2 S1A60J-G2 S1A80J-G2

150 x 20 x 20-32 mm S5A24Q-G3 S5A36P-G3 S5A46O-G3 S5A60N-G3 S5A80M-G3 S4A46N-G3 S4A60J-G3 S4A60M-G3 S4A80J-G3 S4A80L-G3 S1A46J-G3 S1A46L-G3 S1A60J-G3 S1A80J-G3

150 x 25 x 20-51 mm S5A24Q-G4 S5A36P-G4 S5A46O-G4 S5A60N-G4 S5A80M-G4 S4A46N-G4 S4A60J-G4 S4A60M-G4 S4A80J-G4 S4A80L-G4 S1A46J-G4 S1A46L-G4 S1A60J-G4 S1A80J-G4

150 x 32 x 20-51 mm S5A24Q-G5 S5A36P-G5 S5A46O-G5 S5A60N-G5 S5A80M-G5 S4A46N-G5 S4A60J-G5 S4A60M-G5 S4A80J-G5 S4A80L-G5 S1A46J-G5 S1A46L-G5 S1A60J-G5 S1A80J-G5

175 x 20 x 20-51 mm S5A24Q-G6 S5A36P-G6 S5A46O-G6 S5A60N-G6 S5A80M-G6 S4A46N-G6 S4A60J-G6 S4A60M-G6 S4A80J-G6 S4A80L-G6 S1A46J-G6 S1A46L-G6 S1A60J-G6 S1A80J-G6

175 x 25 x 20-51 mm S5A24Q-G7 S5A36P-G7 S5A46O-G7 S5A60N-G7 S5A80M-G7 S4A46N-G7 S4A60J-G7 S4A60M-G7 S4A80J-G7 S4A80L-G7 S1A46J-G7 S1A46L-G7 S1A60J-G7 S1A80J-G7

175 x 32 x 20-51 mm S5A24Q-G8 S5A36P-G8 S5A46O-G8 S5A60N-G8 S5A80M-G8 S4A46N-G8 S4A60J-G8 S4A60M-G8 S4A80J-G8 S4A80L-G8 S1A46J-G8 S1A46L-G8 S1A60J-G8 S1A80J-G8

200 x 20 x 20-51 mm S5A24Q-G9 S5A36P-G9 S5A46O-G9 S5A60N-G9 S5A80M-G9 S4A46N-G9 S4A60J-G9 S4A60M-G9 S4A80J-G9 S4A80L-G9 S1A46J-G9 S1A46L-G9 S1A60J-G9 S1A80J-G9

200 x 25 x 20-51 mm S5A24Q-G10 S5A36P-G10 S5A46O-G10 S5A60N-G10 S5A80M-G10 S4A46N-G10 S4A60J-G10 S4A60M-G10 S4A80J-G10 S4A80L-G10 S1A46J-G10 S1A46L-G10 S1A60J-G10 S1A80J-G10

200 x 32 x 20-51 mm S5A24Q-G11 S5A36P-G11 S5A46O-G11 S5A60N-G11 S5A80M-G11 S4A46N-G11 S4A60J-G11 S4A60M-G11 S4A80J-G11 S4A80L-G11 S1A46J-G11 S1A46L-G11 S1A60J-G11 S1A80J-G11

250 x 32 x 20-51 mm S5A24Q-G12 S5A36P-G12 S5A46O-G12 S5A60N-G12 S5A80M-G12 S4A46N-G12 S4A60J-G12 S4A60M-G12 S4A80J-G12 S4A80L-G12 S1A46J-G12 S1A46L-G12 S1A60J-G12 S1A80J-G12

250 x 40 x 20-51 mm S5A24Q-G13 S5A36P-G13 S5A46O-G13 S5A60N-G13 S5A80M-G13 S4A46N-G13 S4A60J-G13 S4A60M-G13 S4A80J-G13 S4A80L-G13 S1A46J-G13 S1A46L-G13 S1A60J-G13 S1A80J-G13

300 x 40 x 32 -76 mm S5A24Q-G14 S5A36P-G14 S5A46O-G14 S5A60N-G14 S5A80M-G14 S4A46N-G14 S4A60J-G14 S4A60M-G14 S4A80J-G14 S4A80L-G14 S1A46J-G14 S1A46L-G14 S1A60J-G14 S1A80J-G14

300 x 40 x 76mm S5A24Q-G15 S5A36P-G15 S5A46O-G15 S5A60N-G15 S5A80M-G15 S4A46N-G15 S4A60J-G15 S4A60M-G15 S4A80J-G15 S4A80L-G15 S1A46J-G15 S1A46L-G15 S1A60J-G15 S1A80J-G15

m. A. 125 x19 mm

Edelkorund Silicium-Carbid

Korn/Bindung:

NormalkorundMaterial:


